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Vertical section
Head

Vertical section
Sill

Horizontal section - Jamb

To suit outward 
opening or sliding door

OUTSIDE

INSIDE

OUTSIDE

INSIDE
90 mm 

screen box

105 mm 
screen box

Visible face of frame may vary 
to preference or to suit other 
visible window and door frames 
in the house

90 mm

Alum or timber infill to suit 
door finish (by other)
Width may vary to suit door 
fixing or preference

87 mm 
head box

Visible face of frame may vary 
to preference or to suit other 
visible window and door frames 
in the house

Alum or flooring infill 
to preference (by other)

44 mm 
sill box

Opening of inner wall sized to 
accommodate S4 screen frame

Opening of inner wall sized to 
accommodate S4 screen frame

Pack S4 frame level with door sill and 
generally level with or slightly above 
the finished floor level (FFL). 

Take care not to damage 
the S4 screen box when 
fixing lining or architraves

See Centor website for 
S4 Installation Instructions

Infill (by other)

NOTE: Trickle vents are not 
able to be fitted to the door 
frame and should be located in 
the Top or Bottom rail where 
required.

NOTE: where the finished floor is 
uneven or has slight variations in 
height (eg: floor tiles) then the top of 
the S4 & door sill maybe best set 
2-5mm above the FFL 


